
PACKING GROUP DECISION CHARTS 
 
 

CLASS 3 – FLAMMABLE LIQUIDS 
 

PACKING GROUP FLASH POINT BOILING POINT 
I …………. ≤ 35°C 
II < 23°C > 35°C 
III ≥ 23°C    but   ≤ 60°C  > 35°C 

 
CLASS 4 – FLAMMABLE SOLIDS 
OTHER THAN METAL POWDERS 

 
PACKING GROUP BURN TIME WETTTED ZONE 

II < 45 SECONDS FLAME PASSES 
III < 45 SECONDS FLAME STOPS 

 
METAL POWDERS 

 
PACKING GROUP SPREAD OF REACTION TIME 

II WHOLE LENGTH ≤ 5 MINUTES 
III WHOLE LENGTH >5 MIN BUT ≤ 10 MIN 

 
 

CLASS 6.1 – TOXIC / POISON MATERIAL 
 

PACKING GROUP ORAL LD50 DERMAL LD50 I/H LC50 

I ≤ 5 mg/kg ≤ 40 mg/kg ≤ 0.2 mg/kg 
II > 5 mg/kg 

but 
≤ 50 mg/kg 

> 40 mg/kg 
but 

≤ 200 mg/kg 

> 0.2 mg/kg 
but 

≤ 2 mg/kg 
III > 50 - ≤ 300 mg/kg 

 
> 200 mg/kg 

but 
≤ 1,000 mg/kg 

> 2 mg/kg 
but 

≤ 4.0mg/kg 
 
 
 

CLASS 8 – CORROSIVE MATERIAL 
 

PACKING GROUP EXP. TIME OBSV. TIME CORROSION RATE 
I ≤ 3 MIN ≤ 60 MIN ----- 
II > 3 MIN - ≤ 60 MIN ≤ 14 DAYS ----- 
III > 60 MIN - ≤ 4 HR ≤ 14 DAYS > 6.25 mm / year 

 
 
 


